ECCENTRIC FLAT TOP, 8”
TOP THICKNESS, MINIMUM

O—RING SEAL OR BUTYL RUBBER
SEALANT.  COVER EXTERIOR
TONGUE & GROQOVE JOINT WITH
12" WIDE BAND OF SEAL WRAP

FOR MANHOLES INSTALLED IN PAVED SURFACE

JIPSD APPROVED MANHOLE FRAME & COVER AS
MANUFACTURED BY, U.S. FOUNDRY & MANUFACTURING
CORP., USF 480 RING AND RA-SSG COVER.
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MANUFACTURED BY, CERTAINTEED
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NOTICE:
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FLEXIBLE RUBBER
MANHOLE SLEEVES,
3/8” MIN. THICKNESS, TYP.

4’—0" INSIDE DIAMETER
PRECAST REINFORCED
CONCRETE MANHOLE BASE

NOTICE:

SEE DISTRICT STANDARDS,
SECTION 6C FOR ADDITIONAL
REQUIREMENTS

MANHOLE BASE

12" MINIMUM CRUSHED COMPACTED
STONE AS SPECIFIED

— CONSTRUCT CHANNEL WITH CEMENT
GROUT AND CONCRETE BRICK UP TO

FLEXIBLE RUBBER MANHOLE SLEEVES
OR PIPE CONNECTIONS, TYPICAL

PLAN VIEW

TOP OF PIPE. SHAPE ALL INVERTS
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ELEVATION VIEW
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