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CAST REINFORCED CONCRETE —
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PLAN VIEW
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MANUFACTURED BY, U.S. FOUNDRY & MANUFACTURING
CORP., USF 480 RING AND RA-SSG COVER.
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JIPSD APPROVED MANHOLE FRAME & COVER AS
MANUFACTURED BY, CERTAINTEED
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v
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NOTICE:
NO STEPS ALLOWED
WARNING:

SEE DISTRICT STANDARD SPECIFICATIONS
AND SCDOT ENCROACHMENT PERMIT
FOR GRADE/FINAL ELEVATION REQUIREMENTS.

ADJUST TOP ELEVATION TO MATCH
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24"

O—RING SEAL OR BUTYL RUBBER
SEALANT. COVER EXTERIOR
TONGUE & GROOVE JOINT WITH
12” WIDE BAND OF SEAL WRAP
EXTERIOR JOINT SEALER BY
MAR—MAC MANUFACTURING
COMPANY OR APPROVED EQUAL.

VARIES

4’—0" INSIDE DIAMETER PRE-—
CAST REINFORCED CONCRETE

NO. 57 STONE TO

TOP OF EXISTING FORCE MAINA

4000 PSI CONCRETE

#4 REBAR @ 6" O.C.
EACH WAY

NOTE:

VALVE SHALL BE EQUIPPED ARI
CHECK VALVE FOR AR RELEASE

ONLY

NOTICE:

SEE DISTRICT STANDARDS,
SECTION 6C AND 9D FOR
ADDITIONAL REQUIREMENTS

AR RELEASE VALVE, MANUFACTURED
BY ARI, MODEL D-025 AUTOMATIC
AR RELEASE VALVE WITH 2” NPT
INLET SIZE. BACKWASH FITTINGS
AND BALL VALVES REQUIRED.

2" S.S. THREADED PIPE (N.P.T)

2" S.S. NPT AWWA 316 SS BALL
VALVE LEVER OPERATED, SS
SHAFT & BALL

2" S.S. THREADED PIPE (N.P.T)
NEOPRENE SERVICE SADDLE GASKET

SERVICE SADDLE MUELLER
MOD. DR2A, OR APPROVED

EQUAL

USE 316 STAINLESS STEEL
STRAPS AND BOLTS TO SECURE
SADDLE TO FOREMAN

SEE PLAN VIEW ABOVE GRADE PIPING
FOR DIAMETER OF PIPE

AIR RELEASE VALVE DETAIL
FOR FORCE MAIN SYSTEM

NOT TO SCALE

CONTRACTOR SHALL PROVIDE ALL
NECESSARY FITTINGS TO COMPLETE
THE CONNECTION USING HEAVY DUTY
316L STAINLESS STEEL MATERIALS

JAMES ISLAND

PUBLIC SERVICE DISTRICT

DRAWING:

AIR RELEASE VALVE MANHOLE 5

DATE:

05/24/16

DRAWN BY:GRG & ASSOC., INC

L LINE INTERIOR OF ARV MANHOLE
"] WITH 125 MILS RAVEN 405 EPOXY
| — AIR RELEASE VALVE, AS SPECIFIED
& (SEE DETAIL)
tz=<
FE= |_— ISOLATING VALVE, AS SPECIFIED
SENEN
3 — DOUBLE STRAPPED SERVICE
SADDLE WITH 2" THREADED
—1/2bs OUTLET
12” MINIMUM CRUSHED
COMPACTED NO. 57 STONE,
AS SPECIFIED
FORCE MAIN
SECTION VIEW

SCALE:

NTS APPROVED BY:__DJH
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