FOR MANHOLES INSTALLED IN PAVED SURFACE
JIPSD APPROVED MANHOLE FRAME & COVER AS

MANUFACTURED BY, U.S. FOUNDRY & MANUFACTURING
CORP., USF 480 RING AND RA-SSG COVER.

FOR MANHOLES INSTALLED IN GRASSED SURFACE
JIPSD APPROVED MANHOLE FRAME & COVER AS
MANUFACTURED BY, CERTAINTEED

PAMREX MODEL 62113 1

ECCENTRIC CONE, MINIMUM
8" THICKNESS AT TOP

LINE INTERIOR OF MANHOLE WITH
125 MILS RAVEN 405 EPOXY

WHEN REQUIRED BY THE

O-RING SEAL OR BUTYL RUBBER SEALANT.

COVER EXTERIOR TONGUE & GROOVE JOINT

WITH 12" WIDE BAND OF SEAL WRAP EXTERIOR

JOINT SEALER, BY MAR-MAC MANUFACTURING

COMPANY OR APPROVED EQUAL.

5" MINIMUM
WALL THCICKNESS

FINISHED
GRADE

DISTRICT

GRASSED
AREAS

SN
NS

ADJUST CASTING TO FINISHED GRADE USING
POURED OR PRECAST CONCRETE GRADE RINGS
(MAXIMUM OF 2 RINGS, EACH NOT TO EXCEED
6" THICKNESS). GROUT AS INDICATED.

ASPHALT PAVEMENT
BASE COURSE
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APPLY NON—SHRINK GROUT AROUND ENTIRE

PERIMETER OF GRADE RINGS AND CASTING
FRAME

4,000 P.S.I. CONCRETE, TYP.

8”

NOTICE:
NO STEPS ALLOWED

4’—0" INSIDE DIAMETER PRE-CAST
REINFORCED CONCRETE MANHOLE RISER AS

PVC TEE

UPPER INLET I‘E‘E)

PVC PIPE RISER SECTION, |.. —
LENGTH AS REQUIRED

BRICK DAM/ BLOCKING|*™

TO 0.4 x DIAMETER

EPOXY GROUT, 3”
MIN. EMBEDMENT, TYP.

<
RS

A REQUIRED. 5°-0" 1.D. REQUIRED FOR 12"

I.D. OUTLET SEWERS AND LARGER

CONSTRUCT CHANNEL WITH CEMENT GROUT AND
SHAPE

#4 REBAR U-TIE BARS, SET "U”
BEND 1.D. TO PIPE 0.D. PLUS 6",
EPOXY GROUT DOWEL INTO

MANHOLE WALL.
4000 PSI CONCRETE
ENCASEMENT, TYP.

LOWER INLET LE.

PVC 90" BEND
UNDISTURBED SOIL—/'S

KOR—A—-SEAL FLEXIBLE MANHOLE SLEEVE
OR APPROVED EQUAL, 3/8" MINIMUM
THICKNESS, TYPICAL

NOTICE

NOTICE:

SEE DISTRICT STANDARDS,
SECTION 6C FOR ADDITIONAL
REQUIREMENTS

SLOPE INVERT
SHELF 1" PER
FOOT MINIMUM

CONCRETE BRICK UP TO TOP OF PIPE.
o ALL INVERTS AND TROWEL SMOOTH

At REINFORCED CONCRETE MANHOLE BASE
(SIDE AND BOTTOM SHALL BE MONOLITHIC)

MATCH CROWNS OF DIFFERENT PIPE
DIAMETERS UNLESS APPROVED OTHERWISE

<

EXTEND GRAVEL 6"

NOTE: PIPE SHALL NOT EXTEND
MORE THAN 2" BEYOND INSIDE
MANHOLE FACE OF CONCRETE

EXTERIOR DROP CONNECTIONS SHALL ALSO BE CONSTRUCTED
ON EXISTING MANHOLES AS APPLICABLE.

BEYOND MANHOLE BASE

12” MINIMUM CLASS A
AGGREGATE AS SPECIFIED IN
ASTM D2321, TABLE 1

JAMES ISLAND
PUBLIC SERVICE DISTRICT

DRAWING:

EXTERIOR DROP MANHOLE 7

DATE;  05/24/16 DRAWN BY:GRG & ASSOC., INC

SCALE: NTS APPROVED BY:__DJH
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